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OIL PREVENTIVE MAINTENANCE

COMPONENT: ENGIMNE

SERIAL #: VFZ669

MAKE: KEMWORTH

UNIT F 7, 1980 BOYLEH ROAD MISSISSAUGA,ON 155 1P5
MODEL: T--600 TOLL FREE 1-BOO-661-7174
LOCATION: MCKAY & HUGHS
WORK ORDER: LT 0976

1UF,, BRAND & GRADE:SUPREME PENNZOIL 15/40

UNIT DATA

OATE  COMPONENT

. SPECTROGRAPHIC ANALYSIS (PPIS)
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. PHYSICAL PROPERTIES

' WEAR CONTROL CHART OIL DEGRADATION
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3 5 5 oy CODE COMMENTS: WEAR METALS ARE ACCEPTABLE, HOWEVER, APPROXIMATELY 5.0% FUEL DILUTION WAS DETECTED. INSPECT UNIT
FOR SOURCE AND RESAMPLE.
IF YOU REQUIRE FURTHER ASSLSTANCE PLEASE CONTACT JACK TRIMBLE {nos) 269.2015, CAL SQHOVF (403) 299-2027,
__CORD SUSINSKI (403) 299-2025 Of DlAL TOLL FREE 1-800-6631-7174 ]

NENT SERIAL NUMBER MUST BE GIVEN TO GENERATE HISTORY. SEE REVERSE FOR EXPLANATION OF TERMS.
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